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Sensor/actuator cable - SAC-3P-MR/2,5-PUR/BI-1L-Z SCO - 1438888
Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

Sensor/actuator cable, 3-position, PUR, black RAL 9005, Plug angled M12 SPEEDCON, on Valve connector
BI (11 mm), with 1 LED, connected with Z diode, cable length: 2.5 m

Key Commercial Data
Packing unit 1 STK

GTIN

GTIN 4046356496735

Technical data

Dimensions
Length of cable 2.5 m

General
Rated voltage 24 V AC

24 V DC

Number of positions 3

Environmental Product Compliance
REACh SVHC Lead 7439-92-1

China RoHS Environmentally friendly use period: unlimited = EFUP-e

No hazardous substances above threshold values

Approvals

Approvals

Approvals

CSAus

Ex Approvals

Approval details

https://www.phoenixcontact.com/pi/products/1438888
https://www.phoenixcontact.com/pi/products/1438888


https://www.phoenixcontact.com/pi/products/1438888

08/20/2018   Page 2 / 2

Sensor/actuator cable - SAC-3P-MR/2,5-PUR/BI-1L-Z SCO - 1438888
Approvals

CSAus    http://www.csagroup.org/services-industries/product-listing/  13631

   

Nominal voltage UN 24 V

Nominal current IN 4 A
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