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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND

\

3.030 (REF)

[76.96]

— THREADED
4 PLCS

[S NOT TO BE USED

IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

INSERT

NOTES:

l.
2
3
4.
5. COMPATIBLE WITH FLATHEAD PHILLIPS DRIVE

DIMENSIONS IN BRACKETS [ ] ARE METRIC [ mm .
PRODUCT DESIGNED AS OPTIONAL METHOD TO
CONNECT ADJOINING QB-TILES.

. PRODUCT 15 RATED FOR ENVIRONMENTAL CONDITIONS

OF 40-100°F IN ALL HUMIDITY RANGES.
PRODUCT 15 20% GF NYLON WITH ALUMINUM INSERTS

#10-32 X 1-1/47 SCREWS (INCLUDED) .

QB-TILE

3.030 (REF)
[76.96] *
' \ .650 (REF)
’ \ [16.51]
* SCALE 1:2
QUICK-BUILD GRID CONNECTOR; OPTIONAL TO SECURE
A TILES; 5 PER PACKAGE
(QB-CONN)
CUSTOMER DRAWING
PANDUIT
14L203AU-DC
UNLESS OTHERWISE SPECIFIED, HATERIACS
DIMENSITONAL TOLERANCES ARE: IN [ mm ]
Xor o, [2.541] XXX e, 005 [ 21271 SEE NOTES
xx + .01 [ .25 1 ANGLES + 5 °
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