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PART NUMEER | BODY NUT CONTACT INSULATOR | RETENTION SPRING | CRIMP_SLEEVE
142-D403-D1 | BRASS BRASS BRASS TEFLON BERYLLIUM COPPER| CQPPER
COLD PL .00001 MIN OVER | COLD PL .00001 MIN OVER [ COLD PL .000D5 MIN OVER UNPLATED GOLD PL .00001 MIN GVER
NICKEL PL .DDAA5 MIN OVER| NICKEL PL .00005 MIN OVER| NICKEL PL .00005 MIN OVER NICKEL PL .00DD5 MIN DVER|
COPPER _FL .00005 MIN COPPER AL .00005 MIN COPPER FL .00005 MIN COPPER PL 00005 MIN
142-D403-D14 | COPPER COPPER COPPER TEFLON BERYLLIUM COPPER| COPPER
SILVER PL 00005 MIN OVER SILVER FL .00005 MIN OVER SILVER PL .00005 MIN OVER UNPLATED SILVER PL .DDUQ5 MIN OVER]
COPPER FL .000075 MIN COPPER AL .000075 MIN COPPER FL .000075 MN COPPER PL .00D075 MIN
142-D403-DI6 | BRASS BRASS BRASS TEFLON BERYLLIUM COPPER| COPPER
NICKEL PL .DIXI1MIN OVER | NICKEL PL .OGOTMIN OVER [GOLD PL .000D5 MIN OVER UNPLATED NICKEL PL .00D1MIN OVER
COPPER FL .00005 MIN COPPER PL .00005 MIN NICKEL PL 00005 MIN OVER| COPPER PL 00005 MIN
COPPER FL 00005 MIN
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NOTES:

1

SPECIFICATIONS:

IMPEDANCE: SQ QHMS
FREQUENCY RANGE 0-12.4 GHz
VSWR: 1.15-.02 F MAX (F IN C
WORKING VOLTAGE: 250 VRMS MAX AT SEA LEVEL
DIELECTRIC WITHSTANDING VGLTAGE: 750 VRMS MIN AT SEA LEVEL
INSULATION RESISTANCE: 5000 MEGOHM MIN
CONTACT RESISTANCE:
CENTER CONTACT - INITIAL 3.0 MILLIGHM MAX, AFTER
ENVIRONMENTAL 4.0 MILLICHM MAX
OUTER CONDUCTOR - INITIAL 2.0 MILLIOHM MAX
AFTER ENVIRONMENTAL NQT APPLICABLE
BODY TO CABLE - 0.5 MILLIOHM MAX (GOLD PLATED AND SILVER PLATED)
5.0 MILLIGHM MAX {NICKEL PLATED)
CORONA LEVEL: 190 VOLTS MIN AT 7D.DD{ FEET
INSERTION LOSS: .08 F dB MAX (F IN GHz) AT B GHz

RF LEAKAGE: -60 DB MIN_ AT 2.5 GHz
RF HIGH POTENTIAL WITHSTANDING VOLTAGE- 500 VRMS MIN AT 4 AND 7 MHz

MECHANICAL:

ENCAGE/DISENGAGE TORQUE: 2 INCH-POUNDS MAX
MATING TORQUE: 7-10 INCH POUNDS

COUPLING PROOF TORQUE: 13 INCH-| F’OLINDS MIN
CQUPLING NUT RETENTION: SD LBS

CONTACT RETENTION: 6 LBS M

CABLE ACCEPTABILITY: R(GS 1BBB/U. RG 316/U

1/U, RG 174/U
CABLE HEX CRIMP SIZE: .12B
CONTACT CRIMP TODL: 144-0000-810 WITH POSITIONER 141-0000-907
CABLE RETENTION: 20 LBS MIN AXIAL FORCE
DURABILITY: 500 CYCLES MIN

ENVIRONMENTAL*

(MEETS OR EXCEEDS THE APPLICABLE PARAGRAFH QF MIL-C-39012)
THERMAL SHOCK: MIL-STD- ZDZ METHOD 107, CONDITION &,

EXCEPT B5" C HIGH TEM

DPERATING TEMPERATURE® -65' C TD 1B5° C
CORROSION: MIL-STO-202, METHDD 101, CONDITION B
SHOCK* MIL-5T0-202, METHOD 213, CGNDITION |
VIBRATION: ML-S5TD-202, METHOD 204, CONDITION D
MOISTURE RESISTANCE®: MIL-STD-202. METHOD 106
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