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Wiring bridge for modules with connecting pitch 17.5 mm, 1-phase, 2-pos.

Why buy this product

 In combination with other devices in the installation distributor, such as residual current devices and miniature circuit breakers

 Practical wiring of all common applications

 End covers are used to terminate and insulate individually cut bridges

 For combinations of lightning and surge arresters

Key commercial data
Packing unit 1

Minimum order quantity 10

Catalog page Page 58 (TT-2011)

GTIN

Custom tariff number 85369085

Country of origin GERMANY

Technical data

General
Nominal current IN 100 A

Housing material Plastic

Design Comb bridge

Number of positions 2

Height 37.4 mm

Color gray

Classifications

eclass

eCl@ss 4.0 27140299

eCl@ss 4.1 27140299

eCl@ss 5.0 27140202

eCl@ss 5.1 27140202
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Classifications

eclass
eCl@ss 6.0 27141140

eCl@ss 7.0 27141140

etim

ETIM 2.0 EC000489

ETIM 3.0 EC000489

ETIM 4.0 EC000489

ETIM 5.0 EC000489

unspsc

UNSPSC 6.01 30212010

UNSPSC 7.0901 39121610

UNSPSC 11 39121610

UNSPSC 12.01 39121610

UNSPSC 13.2 39121620
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