
AX2 1AUGAX4

AX4

AX2

GUA1

GUA1

GC 9
GC12

GC18
GC25
GC32

GC35
GC40
GC50
GC63

GC65
GC75
GC85
GC95

12AF

 1 (standard) or 1 2 2
 1 (optional) 1 2 2

AX2

AX4

AX2 AX4

Auxiliary Contacts/Contact Block Characteristics
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Accessories
Auxiliary contact blocks 

for contactors and reversing contactors

Contactors

B-1-11

Side mounting

Front mounting

Contactors and 1 1

reversing contactors 2 2 - AU-2 28

MC-9 to 95 - 2

MC-9R to 95R
Front

2 2

1 3

4 4 - AU-4 50

- 4

3 1

Side 2 1 1 UA-1 53

Number of
Composition Weight

Using contactors Mounting contacts Type

per block NO         NC g

Contactors

B-1-12

Accessories
Mechanical/Electrical interlocks 

for reversing contactors
for motor control
To be assembled by customer

Mechanical/Electrical
interlock

Power connection

MC-9

MC-12

MC-18 UW-32 45

MC-25

MC-32

MC-35

MC-40
UW-63 12.5

UR-02 64

MC-50

MC-63

MC-65

MC-75
UW-95 325

MC-85

MC-95

Note :
Component parts for assembling by customer
Mechanical interlock with 2NC contacts for electrical interlocking
UR-02 provides both mechanical and electrical interlocks

Set of power connections
Mechanical/Electrical

Using contactors interlock

with screw clamp terminals
Type

Weight
Type

Weight

g g

Accessories – Auxiliary Contact Blocks

Contactors and    1  1

reversing contactors   2  2  -  AX2  28

GC9 ~ 95     -  2

GC9R ~ 95R  Front  2  2

    1  3

   4  4  -  AX4  50

    -  4

    3  1

  Side  2  1  1  GUA1  53 
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