
ASSEMBLY - TOP
 

SECTION A-A
 

SECTION B-B
 

ASSEMBLY - INSIDE (BOX)
 

INNER PANEL
 

ASSEMBLY - INSIDE (LID)
 

RS5705
Box Material: ABS (UL94-HB),  Light Gray Color
Lid Screws: M4 x 18,  304 Stainless 

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)
Circuit Board Screws, 8 Supplied (M3 self tap)
Gasket: EDPM Cord.
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Note:
 
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES Format.

RS5805

206.00 mm
[8.110 in]

180.00 mm
[7.087 in]

0.50 mm [.020 in]
RECESS

247.49 mm
[9.744 in]

197.49 mm
[7.775 in]

117.50 mm
[4.626 in]

6.00 mm
[0.236 in]

100.00 mm
[3.937 in]

192.87 mm
[7.593 in]

242.87 mm
[9.562 in]

203.97 mm
[8.030 in]

127.00 mm
[5.000 in]

30.00 mm
[1.181 in]

NOT SUPPLIED

R5.00 mm
[0.197 in]

 4X

140.00 mm
[5.512 in]

70.00 mm
[2.756 in]

190.00 mm
[7.480 in]

225.00 mm
[8.858 in]

234.00 mm
[9.213 in]

184.00 mm
[7.244 in]

150.00 mm
[5.906 in]

159.50 mm
[6.280 in]

186.50 mm
[7.342 in]

198.00 mm
[7.795 in]

218.00 mm
[8.583 in]

236.50 mm
[9.311 in]

215.27 mm
[8.475 in]

165.27 mm
[6.507 in]

n3.50 mm
[0.138 in]

 12X

170.49 mm
[6.712 in]

220.49 mm
[8.681 in]

n9.00 mm
[0.354 in]


