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SCALE: 5.0:1.09/20/13K. CAPOZZI
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DRAWING NO.901-128-11

ITEM NO.901-128-11

PART NO.901-128-11 

NOTES:
1.  MATERIALS AND FINISHES (PLATING THICKNESS IN MICROINCHES):
     BODY & COUPLING NUT                - BeCu, GOLD PLATING (50 MIN THICK)
     BUSHING, BRAID CLAMP & CLAMP NUT   - BRASS, GOLD PLATING (50 MIN THICK)
     FRONT & REAR INSULATOR             - PTFE
     GASKETS                            - SILICONE RUBBER
     RETAINING RING                     - BeCu
     CONTACT                            - BeCu, GOLD PLATING (50 MIN THICK)
 
2.  ELECTRICAL: 
     A. IMPEDANCE:  50 OHM
 
3.  MECHANICAL:
     A. TEMPERATURE RANGE:  -65 �$ C TO +165�$ C
 
4.   PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL, 901-128-11, AND DATE CODE"
 
5.  SHOWS CABLE ENTRY DIMENSIONS
 
6. ASSEMBLY INSTRUCTIONS
   A. CUT JACKET TO DIMENSION SHOWN.
   B. COMB OUT BRAID AND FOLD OUT.
   C. PULL BRAID WIRES FORWARD AND TAPER TOWARD CENTER CONDUCTOR.  PLACE CLAMP
      NUT ASSEMBLY OVER BRAID AND PUSH BACK AGAINST CABLE JACKET.  FOLD BACK
      BRAID WIRES, TRIM AS NECESSARY SO THAT WIRES DO NOT TOUCH SHOULDER OF GASKET.
   D. SCREW TRIM TOOL 901-G ONTO CLAMP NUT ASSEMBLY.  TIGHTEN NUT LIGHTLY.
      DO NOT DAMAGE GASKET.  USING RAZOR BLADE, REMOVE EXPOSED DIELECTRIC.
      CUT MUST BE SQUARE.  DO NOT NICK CENTER CONDUCTOR.
   E. REMOVE DIELECTRIC TRIM TOOL AND CLEAN ALL SURFACES THOROUGHLY.  ASSEMBLE 
      BUSHING ASSEMBLY AND SOLDER CENTER CONTACT TO CABLE. 
   F. THREAD CONNECTOR ASSEMBLY ONTO PREPARED CABLE ASSEMBLY.  TIGHTEN TO 20-25 IN.-LBS TORQUE.
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