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Panasonic DP-112A-E-P-]

DP-112A-E-P-] pris

DP-112A-E-P-J PDF Datablad

DP-112A-E-P-J lager

Panasonic DP-112A-E-P-]

Panasonic DP-112A-E-P-]

Panasonic Battery Group DP-112A-E-P-]

Panasonic - ATG DP-112A-E-P-]

Panasonic Electric Works DP-112A-E-P-]

Panasonic Semiconductor DP-112A-E-P-]

DP-111A-E-P-J]

producenter: Panasonic

P& lager: 767 pcs
RFQ

DP-190

producenter: 3M

P& lager: 3448 pcs

RFQ

DP-111-E-P-J]

producenter: Panasonic

P& lager: 730 pcs
RFQ

DP-125-GRAY

producenter: 3M

P& lager: 3384 pcs

RFQ

producenter: 3M

P& lager: 3604 pcs
RFQ

DP-140

producenter: Jonard Tools

P& lager: 7827 pcs

RFQ

Beskrivelse: SENSOR PRESSURE 100KPA

Beskrivelse:  TRANSLUCENT EPOXY ADH 1.7 FL.OZ.

Beskrivelse: SENSOR PRESSURE 100KPA

Beskrivelse: GRAY EPOXY ADHESIVE 1.7 FL.OZ.

DP-110-TRANSLUSCENT

DP-112A-E-P-]
Varenummer: DP-1
Producent / Mzerke: Pana

Produkt beskrivelse
Dataark:

RoHs Status -
Lager tilstand
Skib fra

Forsendelsesméde

ANMODNING OM TILBUD

Specifikationer for DP-112A-E-P-]

DP-112A-E-P-]

Panasonic

SENSOR PRESSURE -0.1 - 1MPA
Blyfri / RoHS-kompatibel

766 pcs

fmg DP-112A-E-P-1.pdf

12V~ 24V

Connector

DP-100

Vented Gauge

Threaded

Female - M5, Male - 1/8" (3.18mm) BSPP

Module

12A-E-P-]

sonic

SENSOR PRESSURE -0.1 - 1MPA
fmg DP-112A-E-P-J.pdf

-\f Blyfri / RoHS-kompatibel
766 pcs stock

Hong Kong
DHL/Fedex/TNT/UPS/EMS

Analog Current/Voltage, PNP - Open Collector

1110-2457

-10°C ~ 50°C

-14.5 PSI ~ 145.04 PSI (-100 kPa ~ 1000 kPa)

1 (Unlimited)
-21.76 PSI ~ 217.56 PSI (-150 kPa ~ 1500

Lead free / RoHS Compliant

kPa)

Pressure Sensor -14.5 PSI ~ 145.04 PSI (-100 kPa ~ 1000 kPa) Vented Gauge Female - M5, Male -

1/8" (3.18mm) BSPP Module

Relaterede tags

DP-112A-E-P-] Distributgr

DP-112A-E-P-] Billeder

DP-112A-E-P-J Download datablad

Kgb DP-112A-E-P-]

Panasonic Leverandgr

Panasonic - Consumer Division DP-112A-E-P-]

Panasonic Electric Works - ACSD DP-112A-E-P-]

Panasonic - BSG DP-112A-E-P-]

Panasonic Electronic Components DP-112A-E-P-]

Relaterede produkter

Beskrivelse:  TRANSLUCENT EPOXY ADH 1.7 FL OZ

Beskrivelse: DESOLDER PUMP WITH TIP LEAD FREE

DP-112A-E-P-] Leverandgr

DP-112A-E-P-] Image

DP-112A-E-P-] datablad

Kgb Panasonic DP-112A-E-P-]

Panasonic Distributgr

Panasonic - Consumer Electronics Corp. DP-112A-E-P-]

Panasonic Electronic Components - Semiconductor Pr DP-
112A-E-P-]

Panasonic - DTG DP-112A-E-P-]

Panasonic Industrial Automation Sales DP-112A-E-P-]

DP-112-E-P-]
producenter: Panasonic

Beskrivelse: SENSOR DGTL PNP -0.100 TO +1 MPA
P& lager: 749 pcs

RFQ

DP-110-GRAY

producenter: 3M
Beskrivelse: GRAY EPOXY ADHESIVE 50ML
P& lager: 3176 pcs

RFQ

DP-1800

producenter: TDK Corporation
Beskrivelse: RF ANT 1.8GHZ PRECISION SMA FEM
P& lager: 30 pcs

RFQ

DP-111-E-]
producenter: Panasonic

Beskrivelse: DIG PRESS M8 PNP LOW-PRESS TYPE
P& lager: 4941 pcs

RFQ

DP-15-N
producenter: American Hakko Products, Inc.

Beskrivelse: TOOL,DEPANELING, PCB, 1.5MM
P& lager: 3290 pcs

RFQ

DP-125-TRANSLUCENT

producenter: 3M
Beskrivelse: TRANSLUCENT EPOXY ADH 1.7 FL.OZ.
P& lager: 3029 pcs

RFQ
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